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Example 2: Object inside Focal Point

The same object is placed 30 mm left of the left principal point of the
same lens. Where is the image formed, and what is the magnification?
(See figure 1.3.)

or virtual image is 2.5 mm high and upright.

In this case, the lens is being used as a magnifier, and the image can be
viewed only back through the lens.

www.cvimellesgriot .com

Fundamental Optics

Fundamental Optics1.4

Example 3: Object at Focal Point

A 1-mm-high object is placed on the optical axis, 50 mm left of the first
principal point of an LDK-50.0-52.2-C (f =450 mm). Where is the image
formed, and what is the magnification? (See figure 1.4.)

or virtual image is 0.5 mm high and upright.

Typically, the first step in optical problem solving is to select a system focal
length based on constraints such as magnification or conjugate distances
(object and image distance). The relationship among focal length, object
position, and image position is given by

This formula is referenced to figure 1.1 and the sign conventions given
in Sign Conventions.

By definition, magnification is the ratio of image size to object size or

This relationship can be used to recast the first formula into the following
forms:

where (s=s″) is the approximate object-to-image distance.

With a real lens of finite thickness, the image distance, object distance, and
focal length are all referenced to the principal points, not to the physical
center of the lens. By neglecting the distance between the lens’ principal points,
known as the hiatus, s=s″ becomes the object-to-image distance. This sim-
plification, called the thin-lens approximation, can speed up calculation
when dealing with simple optical systems.

Example 1: Object outside Focal Point

A 1-mm-high object is placed on the optical axis, 200 mm left of the left
principal point of a LDX-25.0-51.0-C (f = 50 mm). Where is the image
formed, and what is the magnification? (See figure 1.2.)

or real image is 0.33 mm high and inverted.

object
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Figure 1.2 Example 1 (f = 50 mm, s = 200 mm, s″ = 66.7 mm)
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Figure 1.3 Example 2 (f = 50 mm, s = 30 mm, s″= 475 mm)
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A simple graphical method can also be used to determine paraxial image
location and magnification. This graphical approach relies on two simple
properties of an optical system. First, a ray that enters the system parallel
to the optical axis crosses the optical axis at the focal point. Second, a ray
that enters the first principal point of the system exits the system from the
second principal point parallel to its original direction (i.e., its exit angle
with the optical axis is the same as its entrance angle). This method has
been applied to the three previous examples illustrated in figures 1.2
through 1.4. Note that by using the thin-lens approximation, this second
property reduces to the statement that a ray passing through the center
of the lens is undeviated.

F-NUMBER AND NUMERICAL APERTURE

The paraxial calculations used to determine the necessary element
diameter are based on the concepts of focal ratio (f-number or f/#) and
numerical aperture (NA). The f-number is the ratio of the focal length of the
lens to its “effective” diameter, the clear aperture (CA).

To visualize the f-number, consider a lens with a positive focal length
illuminated uniformly with collimated light. The f-number defines the angle
of the cone of light leaving the lens which ultimately forms the image. This
is an important concept when the throughput or light-gathering power
of an optical system is critical, such as when focusing light into a mono-
chromator or projecting a high-power image.

The other term used commonly in defining this cone angle is numerical
aperture. The NA is the sine of the angle made by the marginal ray with
the optical axis. By referring to figure 1.5 and using simple trigonometry,
it can be seen that

and

Ray f-numbers can also be defined for any arbitrary ray if its conjugate
distance and the diameter at which it intersects the principal surface of
the optical system are known.

NOTE

Because the sign convention given previously is not used universally
in all optics texts, the reader may notice differences in the paraxial
formulas. However, results will be correct as long as a consistent set
of formulas and sign conventions is used.
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Figure 1.4 Example 3 (f = 450 mm, s = 50 mm, s″= 425 mm)
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CVI MELLES GRIOT. YOUR SOURCE FOR

build-your-own, rapid delivery solutions.

CVI Melles Griot offers two-week delivery of optics at catalog prices.

• 4000 uncoated substrates 

• 2500 coating options

• A wide variety of in-stock substrates available (curves, flats, prisms, waveplates)

• Coatings from 193 nm to 2300 nm

• Your order ships in two weeks or less

How can we help you make your project a success?

Lasers | Lenses | Mirrors | Assemblies | Windows | Shutters | Waveplates | Mounts
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